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L E D  i l l u m i n a t i o n

3  d i f f e re n t  m a g n i f i c a t i o n s

L i g h t  a n d  c o m p a c t

COLPOSCOPE

TECHNOLOGY



The OP-C2L colposcope combines the standard qualities of the OPTOMIC colposcopes with the latest LED technology 

illumination. The LED, integrated in the colposcope head, offers white and uniform lighting, perfect for carrying out the daily 

work of the specialist. 

S p e c i f i c a t i o n s  a r e  s u b j e c t  t o  c h a n g e  w i t h o u t  n o t i c e
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LED l i fespan of  50.000 hours.

45º inc l ined stereoscopic  b inocular  head.

Opt ics  of  great  br ightness with mult i layer  t reatment.

Wide f ie ld eyepieces, both with d ioptr ic  adjustment and protect ive rubber  shel ls.

One centra l  handle to operate the head uni t  eas i ly. 

The arm is  an autocompensated paral le logram which can be p laced in any pos i t ion.

Very soft  and smooth operat ion of  a l l  funct ions.

High intens i ty  i l luminat ion. Bui l t - in  green f i l ter  in  the head.

3 steps Gal i le i  magni f icat ions changer  and micrometr ic  focus ing system.

Working distance of  250mm with standard object ive ( f=300mm opt ional ) .

Range of  magni f icat ions: 3.5x up to 17.5x, depending on the chosen combinat ion of 

object ive, b inocular  and eyepieces.

Di f ferent  f loor  and wal l  mounts avai lable.

Opt ional  monitor  supports  and t rays for  laptop or  CCD camera.

Opt ional  systems for  v ideo-colposcopy or  d ig i ta l  photography.
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